Client's ref.: PAOI-CA-02 5 9-TW / 
File: 0696-9681usf / tklin / Steve 



What is claimed is: 



1 1. An attachment mechanism, comprising: 

2 a housing ; 

3 a cover plate; 

4 a fixed member disposed on the cover plate; 

5 a pivoting member pivoted on the fixed member, 

6 having a contacting portion and a lever portion 

7 connected thereto, wherein the lever portion 

8 has a protrusion such that a part of the 

9 housing is wedged between the contacting 

10 portion and the protrusion when the cover plate 

11 is attached to the housing, and the pivoting 

12 member pivots and applies a force on the 

13 housing such that the cover plate is separated 

14 from the housing. 

15 2. The attachment mechanism as claimed in claim 1, 

16 wherein the lever portion is parallel to the cover plate 

17 when the cover plate and the housing are joined. 

18 3. The attachment mechanism as claimed in claim 1, 

19 wherein the pivoting member is L- shaped. 

2 0 4. The attachment mechanism as claimed in claim 1, 

21 wherein the protrusion has a slanted surface. 

22 5. The attachment mechanism as claimed in claim 1, 
2 3 wherein the fixed member has at least an opening which 
24 the protrusion passes through. 
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25 6. The attachment mechanism as claimed in claim 1, 

2 6 wherein the cover plate has at least an opening which the 

2 7 protrusion passes through. 

28 7. The attachment mechanism as claimed in claim 1, 

2 9 wherein the pivoting member further has a joining portion 

3 0 protruding from the lever portion. 

31 8. The attachment mechanism as claimed in claim 1, 

32 wherein the cover plate has at least an opening which the 
3 3 joining portion passes through. 

34 9. The attachment mechanism as claimed in claim 8, 

3 5 wherein the fixed member has at least an opening which 

3 6 the joining portion passes through. 

37 10. An attachment mechanism, comprising: 

3 8 a housing ; 

3 9 a cover plate; 

4 0 a fixed member disposed on the cover plate; 

41 a lock plate; 

42 a lock member, passing through the cover plate and 

43 connecting the lock plate; 

44 a pivoting member pivoted on the fixed member, 
4 5 having a contacting portion and a lever portion 
46 connected thereto, wherein the lever portion 
4 7 has a protrusion such that a part of the 
4 8 housing is wedged between the contacting 
4 9 portion and the protrusion when the cover plate 

50 is attached to the housing, and the pivoting 

51 member pivots and applies a force on the 



10 



Client's ref . : PAOI-CA-02 5 9-TW / 
File: 0696-9681usf / tklin / Steve 

52 housing such that the cover plate is separated 

53 from the housing. 

54 11. The attachment mechanism as claimed in claim 

55 10, wherein the pivoting member further has a slot and 

56 the lock plate is located therein to restrict the 

57 pivoting member. 

58 12. The attachment mechanism as claimed in claim 
5 9 11, wherein the pivoting member further has a joining 

60 portion protruding from the lever portion, and the slot 

61 is disposed in the joining portion. 
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